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4 – WORKING WITH THE masters

FUNCTION KEYS AND MASTERS

There are 3 function keys associated to the Masters:

1. LOAD, Used to assign/free the Masters.

2. TIME, Used to assign fade times to the Masters. 

3. FL-MT, Used to toggle the function of the Masters associated keys, Mn, between 3 functions:

· The FL-MT LED is off. The Mn keys are assign or Go keys, in this mode, these keys permit us assign/free the Masters and activate a assigned Master automatically. 

· The FL-MT LED is on.  Select this function pressing the FL-MT key.  The Mn keys are Master Flash keys in NORMAL mode. 

· The FL-MT LED is blinking Select this function pressing the FL-MT key again. The Mn keys are Master Flash keys in SOLO mode. 

ACTIVATE A MASTER

Suppose that we have Masters assigned with preset or channels groups.  We can activate a Master in different modes:

1. MANUALLY
The Master assignation fades in scene proportionally to the fader movement. If the fader is at 0%, its assignation is not in scene; if the fader is at 100%, its assignation is in scene at 100%. In intermediary positions we will obtain intermediary output levels.  If the Master assignation is in scene, the Mn key LED is lit at 100%.  
When we activate the Master assignation manually, its fade time isn’t computed.
2. AUTOMATICALLY
The Mn keys have to be in GO mode, the FL-MT LED is off.  When we press the Mn key (GO key) the Master assignation begins to fade in scene in the fade time (jumps in scene if no fade time exits).  In the fade time the Master assignation fades from 0% to its 100%.  The Mn red LED is blinking during the fade.  When the fade is finished the red LED stops blink. 
If we press the Mn key during the fade, the fade is stopped. To restart this fade, press the Mn key again.
If the Master assignation is in scene at 100% and we press the Mn key, the invert fade begins, from 100% up to 0% in the same fade time.
MASTER FLASH

From the default status (The FL-MT LED is off), to select the Master Flash functions press the FL-MT key:

1. Press FL-MT, its LED is on.  The Normal Flash function is selected.  In this situation, each time that we press a Mn key, the Master assignation is in scene at its 100%.  This scene output is maintained while the key is pressed.

2. Press FL-MT, its LED is blinking.  The Solo Flash function is selected. In this situation, each time that we press a Mn key, the Master assignation is in scene at its 100% and the outputs from others Masters, chasers & sequencia1 are forced to 0%.  In scene only the selected Master assignation is maintained. This scene output is maintained while the key is pressed.

( 1 ) This function can affect to the sequence or not.  Select this in the SETUP SEQ.
NOTES ABOUT THE MASTERS

· To avoid a light jump in scene, place the Master fader at 0% before assign it a preset or group.

· To re-assign an assigned Master is not necessary to free the Master previously. 

· When we load a Masters page, the Master faders at 0% accept their new assignation automatically.  The active Masters, (not at 0%) are marked with an asterisk, *, and their new assignation is waiting that the fader is at 0% to load it.   While the Master fader is out its 0% we have control about its current assignation.

· When a Master is fading automatically, its red LED is blinking, its output level and its fader level are different.  The Master fader is locked.  This situation is marked with the symbol >.  To take control with the fader; move this fader to reach the output level, in this moment the system emits a “beep” and the Master faders is controlling the Master output. 

· If we press the Mn key in GO mode, and the Master fader is not at 0%, the started fade begins from the current output level in the proportional fade time.

Miscellaneous:

FL-MT (LED off) Mn
GO mode.   Start the Master assignation fade in the fade time. 

FL-MT (LED on) Mn
Normal flash mode.  The selected Master assignation is at 100% in scene while this key is pressed.

FL-MT (LED blinking) Mn
Solo flash mode. The selected Master assignation is at 100% in scene and the other outputs are forced at 0%. 
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