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2 – TECHNICAL CHARACTERISTICS
TECHNICAL CHARACTERISTICS

· Control Channles: 48 or 96.

· Dimmers: 512.

· Presets: 400, preset with decimal point included.

· Masters: 12 or 36.  To playback groups, presets and chases.

· Channel Flash.

· Master Flash: Solo & Normal modes.

· Masters with fade time.

· 50 Chases, of steps undetermined, built with presets or channels, to playback them in Chaser & in Masters.  Level control, times, direction (3), mode (4), speed and loops control.

· Sequence: 400 steps.  With the next times: fade-in, fade-out, delay  & with jumps.

· DIPLESS crossfade. It is possible to eliminate its characteristic 'dipless' from the setup.

· 99 Masters Pages.

· Editor: Possibility of editing in scene, blind or solo, a presets, the content of a masters or the own scene.

· EXAM function.  

· Setup.  

· Patch to 512 dimmers, with  5 curves and limit output level for dimmer.

· Preheat function.

· Audio input configuration, MIDI port configuration, external triggers configuration...

· Memory card tools : Record, load, exam...

· Warm reset.

· Language.

· Scrollers Patch.

· ...

· Hardware & Software tests. 

· Output buffer.

· UP/DOWN & BLINK channels test.

· Keys, faders, LEDs & display tests.

· ...

· Configurable General Master,  (100% or 200%), with the possibility of exclude channels.

· Black-Out key, this function can be deactivated.

· Special functions for scrollers (colour changers).

· Audio input.

· MIDI IN-THRU-OUT.

· DMX-512 1990 (USITT).

· 2 external triggers.

· Memory Card Interfaces.

· Connectors for works lights, 12Vdc.  (1 in LT-224-12, & 2 in LT-248-36).

· Alphanumeric display,  2 x 40 characters.

· Options:

· VGA output.

· Analog output.

· Digital technology:

· Microprocessor: H8/510 at 20 Mhz.

· EPROM: 512 Kb.

· RAM. 128 Kb.

· Size:

· LT-224-12:
Depth: 720 mm.




Width: 490 mm.




Height: 5 mm...15 mm.

· LT-248-36:
Depth: 1280 mm.




Width: 490 mm.




Height: 5 mm...15 mm.

CONNECTIONS 

The connections are in the back panel:
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VGA MONITOR (OPTIONAL)

VGA monitor output, optional, SUDB-9 VGA standard. Code:  



Pin 1.- RED



Pin 2.- GREEN



Pin 3.- BLUE



Pin 4.- H.S.



Pin 5.- V.S.



Pin 6.- RED GROUND



Pin 7.- GREEN GROUND



Pin 8.- BLUE GROUND



Pin 9.- GROUND

MEMORY CARD INTERFACES

For memory cards of 128 Kb, JEIDA format.   The card is optional.

MIDI IN-THRU-OUT

MIDI standard port, Mini DIN-5 180º:
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DMX-OUT

DMX-512 1990 USITT output. XLR-5 code:

Pin 1: GND.

Pin 2: Data -.

Pin 3: Data +.

Pin 4: N.C.

Pin 5: N.C.

AUDIO-IN

XLR-3 code:

Pin 1: GND.

Pin 2: V-.  (Return)

Pin 3: V+.  (Audio in)

Audio level:  1 Vpp - 10 Vpp.

EXT TRIGGER

2  DIN 3 180º. Code:

Pin 1: GND.

Pin 2: Push.

To activate this signal, we have to close a contact (push).

ANALOG (OPTIONAL)

The analog output is optional.  0 + 10V output. A SUDB-25 connector for each 24 channels.  Code:

Pin 1: Channel n 

Pin 2: Channel  (n+1)

Pin 24: Channel  (n+ 23)

Pin 25: GND

In each connector the channels (n...n+23) are in serigraphy.

MAINS

220V/50Hz. Fuse holder: 2  x 1A.  Switch ON-OFF.

Note: In the switched power supply, there is a 2A fuse, remember it for the replacements. 
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