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The new version of the control boards LT-224-12 and LT-248-36, permits us:

MANUAL FIELD WORKING IN DOUBLE MODE

When we are working with the manual field in “double” mode, (SETUP FIELD-A DOUBLE) now, it is possible edit (modify) the channels/levels in B field (field in scene that we can not control with the potentiometers C1..C24).

To edit this scene:

Press  EDIT.OUT  C24.C48

In this moment, in the C1..C24 potentiometers we have control about the previous manual composition, now in scene.  Do it the needed modifications, and...

Press REC to store the modification and EDIT.OUT to exit the editor.

Or

Press EDIT.OUT to exit the editor, modifications are not stored.

In this version, the control about the two manual fields in “double” mode is complete; the actual composition by the faders, and the previous composition by the editor.

NUMERIC EDITOR (N): FINE ADJUSTEMENT

In the numeric editor, command N, that it is located in the main menu, now we can do a fine adjustment of level:

Select a channels group, and assign it a level (@ ##) and in this situation, the keys arrow-up & arrow-down, permit us do a fine adjustment (0-255) about the entered level.  We always see levels in decimal mode (0 -100%), but this adjustment is done in 8 bits (0-255 true levels for one DMX channel).

GROUPS: 999

The number of stored groups is increased from 499 to 999.

CHASES of GROUPS

In this new version, it is possible store one chase with channels groups.

Editing a chase with channels groups:

Press 5## (chase number that we want store) and REC (Or select the command CHASE in the main menu).  The display shows us three options:

PRESET  CHANNELS ( GROUPS (
Select the GROUPS option with the cursor keys and press ENTER.

The chase edition screen is showed.

The edition of one chase with groups is similar to the chase with presets/channels. The difference is in the method used to load one group in a chase step:

Select the first chase step with the cursor keys and:


Prepare the channels/levels group (scene).

Press LOAD.

The system inserts the current scene group in the step 1, with the number 1, and is ready in the next step.

Prepare the next group.  Press LOAD.

The system inserts the current scene group in the step 2, with the number 2, and is ready in the next step.

Repeat this process as times as steps we want edit...

We can use the INSERT key.  To the end to the list of steps, this key works equal that the LOAD key, and in the middle of two steps, this key inserts the group between these steps. 

Note:  While the edition of chases with groups the LOAD key has not other function that the function for this edition. In others words, we can not load in the masters while we are editing a chases with groups.
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